
Admix, Inc.

36-01 (Inline Rotor-Stator Mixers)

Both CIP and COP Models: BSP24C, BSP60C, BSM25-3, BSM37-3, BSM60-1, BSM60-3, LRP-425, 
DS-215, DS-425, and DS-575

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

Timothy R. Rugh

Executive Director

3-A Sanitary Standards, Inc.

CERTIFICATE AUTHORIZATION NUMBER: 808ISSUE DATE: December 16, 1994

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE:

144 Harvey Rd., Londonderry, NH 03053 

Number 36-01

December 31, 2023

November 2024

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


